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Firmware version 01.18.XX 
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Follow this document and apply the changes to the throttle body before starting the engine 

 

To obtain the maximum benefits from the ECU, a reconfiguration of the hoses mounted 

on the throttle bodies is necessary. 

The race ECU, is able to read pressure with angle base sample (every 5 crank shaft 

degrees). By using this type of sampling, it is possible to more accurately measure and 

calculate the intake air quantity. 

At the same time, the ECU uses this signal to detect the Intake Stroke for cylinder 1 

(for synchronization). 

Below is an image of original configuration of the throttle bodies.  

Follow the instructions step by step and make the changes shown in the document. 
 

Step number one : 
 

 
 

                                   Remove the marked pipes 

 



  

Step number two : 
    

   
 

                                                                        Close the marked pipes         
 

 Leave the sensor connected to the wiring without connection to the pipe. 

 The sensor will be used as BAP sensor (Barometric Air Pressure). 

 

 

 
 

 

The MAP sensor must remain connected as in the original configuration. 

This is very important for the engine synchronization. 

 

 

 

 



Step number three : 
 

Open the Mecal software and check in the ENGINE STATE parameter that the value is 

                                           

                                             PHASED/STARTED/SEQUENTIAL 

 

 

 

 

 

 

 

 

 

 

If the value in the ENGINE STATE is STARTED, there is something wrong with the system. 

Check the sensor value and the correct connection. 

 

 

 


