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WIRING HARNESS

A wiring harness with Autosport specification can be supplied as a option respect to the
Standard Harness. The product was designed for an easy installation, plug & play with the
allowed optional parts.

The Layout it's the same used to the Standard part CBL0O006 used during the past season.

THE PRODUCT IT'S NOT INTENDED AS A REPLACE TO THE STILL USED PART
(CBL0006 ) BUT LIKE AALTERNATIVE POSSIBILITY FOR THE CUSTOMERS THAT
REQUIRED A WIRING HARNESS BUILD WITH THE AUTOSPORT MATERIALS.

All wires used into the parts are Raychem Spec 55 type, with DR25 heat shrink. All
terminals are reinforced with a double cover and by a manual crimping. The front parts
and its connections it's now section able and can be replaced like a single part if a damage
is reported during a crashing.

The Front connection and the PC connection is done by a robust Autosport aluminum
connector.

The Bike wiring harness is now composed by 5 parts :

MAIN PART -> Central section

FRONT PART -> Front section

COIL PART-> Connection Bridge to the ignition Coils

AIRBOX PART-> Connection to Injectors, RBW Motor, Air Temp sensor
PC PART -> Connection Bridge to the Can-Usb interface ( PC )

The optional wiring bridges available for quickly connections to transponders, Kalex
sensors and so on, will be the same used with the Standard type Main wiring Harness
( CBLO0O0G - 2022 Year )

These special components will be built only on customer order, and we cannot guarantee
that they will be available in our warehouse during the season (as is generally the case for
standard CBLO0O6 wiring). The customer will therefore have to manage the spare parts
independently. The delivery time from order confirmation depends on the period and the
availability of the materials. It is however indicative and not guaranteed that in standard
conditions it is intended for 6 weeks.

For more information, please contact: MecTronik S.r.l. - Via dell' Artigianato, 5 - 37053 - Cerea (VR)
Tel./Fax : +39 - (0)442 - 329200
http://www.mectronik.com
info@mectronik.com
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MAIN WIRING HARNESS

MAIN VIEW

CBLO013 |CBL_AMT2 Autosport Wiring Harness for KALEX Junior GP M2 — MAIN SECTION
CBLO018 | CBL_FMT2 | Autosport Wiring Harness for BOSCOSCURO Junior GP M2 — MAIN SECTION

- -
G/ CENTRAL POINT DETAIL VIEW

' THIS PART IS AVAILABLE WITH TWO DIFFERENT LAYOUT, FOR ABEST
FITTING TO TWO DIFFERENT FRAMES MANUFACTURERS, KALEX AND

SPEEDUP.
For more information, please contact: MecTronik S.r.l. - Via dell' Artigianato, 5 - 37053 - Cerea (VR)
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FRONT WIRING HARNESS

CBLO014 | CBL_BMT2 Autosport Wiring Harness for KALEX Junior GP M2 — FRONT SECTION

CBLO019 | CBL_GMT2 | Autosport Wiring Harness for BOSCOSCURO Junior GP M2 — FRONT SECTION

THIS PART IS AVAILABLE WITH TWO DIFFERENT LAYOUT, FOR ABEST
' FITTING TO TWO DIFFERENT FRAMES MANUFACTURERS, KALEX AND

SPEEDUP.
For more information, please contact: MecTronik S.r.l. - Via dell' Artigianato, 5 - 37053 - Cerea (VR)
Tel./Fax : +39 - (0)442 - 329200
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COIL BRIDGE

CBLO015 CBL_CMT2 | Autosport Wiring Harness for Junior GP M2 — COIL SECTION

For more information, please contact: MecTronik S.r.l. - Via dell' Artigianato, 5 - 37053 - Cerea (VR)
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AIRBOX WIRING HARNESS

CBLO017 CBL_EMT2 | Autosport Wiring Harness for Junior GP M2 — AIRBOX SECTION

For more information, please contact: MecTronik S.r.l. - Via dell' Artigianato, 5 - 37053 - Cerea (VR)
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CANUSB BRIDGE

CBLOO16 CBL_DMT2 | Autosport Wiring Harness for Junior GP M2 — PC SECTION

AUTOSPORT CONNECTOR DETAIL

For more information, please contact: MecTronik S.r.l. - Via dell' Artigianato, 5 - 37053 - Cerea (VR)

Tel./Fax : +39 - (0)442 - 329200
All values refer to standard conditions (20°C, 100 KPa) http://www.mectronik.com
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REMOTE CONTROL ( OPTIONAL)

If required explicitly by the customer, can be supply a solution for a remote switch ON-
OFF, to be used for to control the power supply of the bike from technicians locations.
Typically a dedicate connection to use inside the Box.

In this case, the maximum length should be not over 10mt. This possibility, must be
defined directly with Mectronik staff.

The price of the solution will be defined case to case, based to the customer request.
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For any technical question please open a support ticket to: https://www.mectronik.info

For more information, please contact: MecTronik S.r.l. - Via dell' Artigianato, 5 - 37053 - Cerea (VR)

Tel./Fax : +39 - (0)442 - 329200
All values refer to standard conditions (20°C, 100 KPa) http://www.mectronik.com
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PRICE LIST

PN SHORT CODE DESCRIPTION RETAIL PRICE ( Euro)

CBL0013 | CBL_AMT2 Q%FS?EHCV_\I!;%?\? Harness for Kalex JuniorGP M2 — 2500
CBL0014 | CBL_BMT2 ﬁ\g{giﬂ?;tl\zl\g;i_rlgl\ll-larness for Kalex JuniorGP M2 — 950
CBL0015 | CBL_CMT2 éuotloLsgcl)Eré\_{_\/lgng Harness for JuniorGP M2 — 180
CBL0017 | CBL_EMT2 ﬁ:g%sop;)(rtsvggi_lr_m%l;\llarness for JuniorGP M2 — 450
CBL0016 | CBL_DMT2 éét%sggr_ltl\(l)v;\:mg Harness for JuniorGP M2 — 190
CBL0018 | CBL_FMT2 ,:\Ali’flo'\?rg)étcv_}_/;gnl\? Harness for Boscoscuro JuniorGP M2 — 2500
CBLO019 | CBL_GMT2 ?;tgilgrorstl\zl\éifli_rlwgl\ll-larness for Boscoscuro JuniorGP M2 — 950

For any commercial question or information, please to visit : https://www.mectronik.store/product-category/cevmoto2/
For any technical question and wiring schematic, please to visit : https://www.mectronik.info/

For more information, please contact: MecTronik S.r.l. - Via dell' Artigianato, 5 - 37053 - Cerea (VR)
Tel./Fax : +39 - (0)442 - 329200
http://www.mectronik.com
info@mectronik.com

All values refer to standard conditions (20°C, 100 KPa)
Mectronik can anytime change the data without notice
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